
VIA 24V Power System

Solar Panels Battery
Type Silicon crystalline Lithium iron phosphate
Power 125Wp per panel 750W input/output
Voltage 37.4 Vmp, 44.9 Voc 25.6 V DC
Current 3.34 Imp, 3.61 Ioc 30A max in/out
Dimensions 1330 x 540 x 30 mm 450 x 142 x 100 mm
Weight 7.5 kg 8 kg
Capacity - 30Ah, 750Wh
Other
features

 MC4 connectors
 Y splitter and
extension cables
available to join
multiple panels

 50A on/off switch
 LCD display with
power, amps, voltage
and cumulative Wh
 50A Anderson plug
 Weatherproof case
with handle

 VIA’s 24V power unit runs any of VIA’s 24V products - Mighty Motor, cookers, washing machines, etc.

 Various solar controller options available. For when GSM data collection to the cloud and remote control capability is needed:

1. Okra Solar Pod - 12/24V MPPT controller, 50A 1200W output, 600Wp input, with DC mesh grid capabilities (all products)

2. Inclusive Energy - 12/24V PWM controller, 20A 480W output, 480Wp input, all products except the 750Wp Mighty Motor

 Mobility ready, battery can be taken with appliances (eg. Mighty Motor) to run jobs at customers’ home or on the move

Contact: info@villageinfrastructure.org


